
Lieferumfang und Verpackungsdetails

Lieferumfang Rollei 35 AF, Lederschlaufe, Schnell Start Anleitung
Abmessungen der Verpackung (L x B x H) | Gewicht 18 x 12 x 8,5 cm | 478 g

Rollei 35 AF

Rollei 35 AF
• Präziser Autofokus mit LiDAR: Präzision in jedem 

Moment
• Einfache Bedienung: Intuitive Benutzeroberfläche
• Hochwertiges 35mm f/2.8 Objektiv: Herausragende 

Bildqualität
• Integrierter Blitz: Perfekte Beleuchtung in jeder Situation
• OLED-Display: Informationen auf einen Blick
• Praktischer Selbstauslöser: Jedes Bild perfekt 

eingefangen
• Ikonisches Design: Zeitlose Ästhetik und Langlebigkeit
• Automatische Belichtung: Fotos ohne manuelle 

Anpassungen
• 35mm Film: Authentische Fotos, unvergleichliche 

Qualität

www.rollei.de

ArtikelNr.: 10856
Änderungen von Design und technischen Daten bleiben vorbehalten und bedürfen keiner Ankündigung. 

Technische Daten

Modell Rollei 35 AF
Filmformat 35mm
Objektivanschluss Festes Objektiv
Objektiv 35 mm F/2.8 - 5-Element-Glasobjektiv
Verschluss-Typ 6-Lamellen-Verschluss
Verschlusszeitbereich 1 Sek. bis 1/500 Sek., LT-Modus bis zu 60 Sekunden
Blendenbereich f/2.8, f/4, f/5.6, f/8, f/11, f/16
Belichtungsmodi Automatisch (A -2, A -1, A, A +1, A +2) oder manuell
ISO ISO 25 ~ 3200
Messmodi Mittengewichteter Durchschnitt

Sucher-Typ Optischer Sucher, Abdeckung: 90%, Vergrößerung: 0.5 
x

Fokus-Modi Autofokus mit LIDAR (stufenlos von 70 cm bis ∞ )
Selbstauslöser 10 Sekunden Verzögerung
Film Transport Manuell, Hebel
Rückspulmechanismus Manuell, Kurbel
Batterietyp CR2 Batterie
Stativ-Halterung 1/4 Zoll Anschluss
Filtergewinde Nein
Film Laden Manuell
OLED Display Filmzähler, Belichtungshilfe, 

Filmempfindlichkeitswahl, Batterieanzeige
Stromversorgung 3.0 V CR2-Batterie
Maße (L x B x H) | Gewicht 10,4 x 5,6 x 7,5 cm | 242 g



Technical Data

Model Rollei 35 AF
Film Format 35mm
Lens Mount Fixed Lens
Lens 35mm F/2.8 5-element all glass lens
Shutter Type 6-blade shutter
Shutter Speed Range 1 sec to 1/500 sec, LT mode up to 60 seconds
Aperture Range f/2.8, f/4, f/5.6, f/8, f/11, f/16
Exposure Modes Automatic (A -2, A -1, A, A +1, A +2) or Manual
ISO ISO 25 ~ 3200
Metering Modes Center-weighted average

Viewfinder Type Optical viewfinder, Coverage: 90%, Magnification: 
0.5x

Focus Modes Auto Focus using LIDAR (continuous from 70 cm to ∞ )
Self-Timer 10-second delay
Film Advance Manual, Lever
Rewind Mechanism Manual, Crank
Battery Type CR2 Battery
Tripod Mount 1/4 inch socket
Filterthread No
Film Loading Manual
OLED Display Film counter, exposure assistance, film speed selection, 

battery indicator
Power supply 3.0 V CR2-Battery
Dimensions (L x W x H) | Weight 10.4 x 5.6 x 7.5 cm | 242 g

What‘s in the Box and Packaging Details

What‘s in the box Rollei 35 AF, Leather wrist strap, Quick Start Guide
Packaging dimensions (L x W x H) | Weight 18 x 12 x 8.5 cm | 478 g

Rollei 35 AF

Rollei 35 AF
• Precise autofocus with LiDAR: precision in every

moment
• Easy to use: Intuitive user interface
• High-quality 35mm f/2.8 lens: Outstanding image

quality
• Built-in flash: Perfect lighting in any situation
• OLED display: information at a glance
• Practical self-timer: every picture perfectly captured
• Iconic design: timeless aesthetics and durability
• Automatic exposure: photos without manual

adjustments
• 35mm film: Authentic photos, unparalleled quality

www.rollei.com
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Specifications are subject to change without notice.
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